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Thermally Modified
Ayous Timber Cladding

Ayous is a hardwood native to the forests of Western and Central Africa. Often know as African
whitewood or Obeche. The trees typically grow to around 50m in height.

The Thermal modification process works by heat treating the timber to temperatures in excess of 200
degrees-C through various heating and cooling cycles. During this cycle, chemical and structural changes
occur within the timber which alter and improve its characteristics, particulalry, duarbility.
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Origin Sustainability Durability

WesternandCentral Africa UKTRorFSCCertified. In UseClass 3 application (BS

EN 335:2013 - Durability of

wood products)

P R

Moisture Content Density Dimensions
Approx. 8% M/C. Approx. 390kg/ma3. Popular: 25x100/150mm
Available up to 300mm
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Lengths Movement Stability

1.85m—6.1m(in1ft. increments). Low Moisture Movement . .
Lowshrinkage &moisture

content offers board stability.

Please get in touch with us at enquiries@benchmarktimber.co.uk | www.benchmarktimber.co.uk or
0121 471 5219 if there's anything you need.
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What should | expect?

Thermally After going through the environmentally-friendly
Modified Tulipwood thermal modification process, the timber will have
darkened in colour from its pre treated state. it is
now more stable than normal wood in conditions
of changing humidity and its thermal insulation
properties are improved. ideal for use in exposed
areas such as external timber cladding.

Fire Treatment

Fire Treatment: Can achieve EuroClass B with pressure impregnated fire treatment as an additional
process if required.

‘ Stainless Steel fixings are always recommended, can be brittle so pre-drilling advised. ‘

Please get in touch with us at enquiries@benchmarktimber.co.uk | www.benchmarktimber.co.uk or
0121 471 5219 if there's anything you need.
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What else do | heed to
consider before | order?

Weathering: Left uncoated, upon exposure to UV light the original colour begins to fade, and the wood
becomes silver-grey. This weathered appearance is sometimes purposely sought by architects/ clients
who want the softer, weathered tones of the board.

Coating/Stain? — Receives coatings and stains well. Thermally modified Ayous is a very stable timber

which helps the long term performance of the coating system.

Please get in touch with us at enquiries@benchmarktimber.co.uk | www.benchmarktimber.co.uk or
0121 471 5219 if there’s anything you need.
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